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Our general conditions of purchase, sale and delivery have been lodged with the Chamber of Commerce and Industry in Rotterdam. 

These conditions apply to all contracts. Your conditions are declined. 

DATA SHEET 

Zink Oxide 
                                                        CAS no. : 1314-13-2 

         EINECS no. : 2152225 

         Product no. : 65200 

 

 

Specification:      

Parameters     
guaranteed 

value 

result on 

COA 

 method of analysis                     

(according to) 

ZnO     >= 99,80 %   *  Calculated 

Pb     <= 0,0020 %   *  ICP-AES ; DIN55908 

Cu     <= 0,0010 %   *  ICP-AES ; DIN55908 

Cd     <= 0,0010 %   *  ICP-AES ; DIN55908 

Fe     <= 0,0010 %   *  ICP-AES ; DIN55908 

Mn     <= 0,0002 %   *  ICP-AES ; DIN55908 

Specific Surface Area   3,5 - 9,0 m2/g   *  BET ; ISO 5794-1 

Sieve residue 45 µm   <= 0,010 %   *  Mocker sieve ; ISO 787-18 

Ignition loss 800 °C   <= 0,30 %   *  Gravimetric ; DIN55908 

Bulk density 

 

 

 

 

 

 

 

 

    

400 - 800 g/l 
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 Gravimetric ; ISO 787-11 

 

 

 

 

 

 

 

 


